KLS Video Site Survey

Check List

Stand at the Back Of the Hall and Pan 180 Degrees.


Stand On the Balcony and Pan 180 Degrees.


Stand at the Downstage Lip and Pan 360 Degrees.


Stand Upstage at Backdrop and Pan 180 Degrees.


Walk From Center Stage to the Power Breaker Panel.

(Showing Doorways & Corners)

· Walk From Center Stage to Janitor's Closet or Garden Hose Water Supply.

(Showing Doorways & Corners)


Walk From Center Stage to the Drain Area.

(Showing Doorways & Corners)

Technical Needs:
Power



Typical Indoor Show - 208VAC / 3 Phase / 40 Amp


Typical Outdoor Show - 208VAC / 3 Phase / 150 Amp Or

480VAC / 3 Phase / 70 Amp. If a generator is to be used, it must have a physical ground rod or equivalent, subject to approval.

Water


USA Standard Garden Hose Fitting 

(Janitor's Sink / Outside On Bldg.)

Confirm by screwing on an actual hose,

1” pipe looks very similar


Drain (Sink / Gutter)

This List Has Been Complied In Order to save you or your Company A Site Survey Fee.  Please Be As Detailed As Possible, Feel Free to Narrate As Well.

Send Video Tape ( Mini DV, VHS, C-VHS or 3/4“ ) to:
Kozmic Lazer Show

POB 140197

Nashville, TN. 37214
